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Both the front and rear protective covers are fully hinged.

This makes blade changing or cleaning the mower easier.

The mower's compact dimensions means it saves an

amazing amount of space when stored for winter.

DISCO 2650/3050/3450  

DISCO 2650 C/3050 C

Rear-mounted

power houses.

Spring-loaded swath disc for dead 

straight swaths.

• The mowed swath is cleanly separated from the

standing crop.

• No risk of blockages. 

• Very large disc diameter and rubber coating for 100%

trouble-free operation. 

• The swath disc moves to the side in tight curves and

stops the crop from building up.

• DISCO 2650, 3050 and 3450 with external swath 

disc as standard.

An internal swath disc is available as an option for the

DISCO 2650 and a swathing plate for the DISCO 3050.

Set-up couldn’t be easier.

Belt tension is checked against a visible mark. If tensioning

is necessary, an easy-to-use crank handle is turned with-

out the use of tools.

DISCO 2650/3050/3450

DISCO 2650 C/3050 C
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Even ground pressure.

• The mower is suspended by two strong flat coil

springs, or by three springs on conditioning machines.

• The ground pressure is distributed evenly thanks 

to springs arranged along the entire length of the

cutterbar.

• Adjustment to cope with ground and harvest

conditions, without the use of tools.

• The mower accurately follows ground contours thanks

to the two pivot points.

• Even and clean cut and gentle treatment of the sward.

Two mounting points are better 
than one.

• Dual mounting of the cutterbar to the sturdy carrier

frame on all DISCO.

• Highly stable and excellent guidance of the bars, both

in working and transport positions.

The DISCO rear mower 

with side suspension – 

Effortlessly follows the field surface.

The tension of the suspension spring can be adjusted in 

a matter of seconds, without the use of tools. The inner

and outer sides of the cutterbar can therefore be adjusted

separately.
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Ground pressure

Kinematics

Clever kinematics.

• Working on steep slopes is no problem. 

• Flexible belt drive replaces drive shafts for 

problem-free working in any position.

Road safety.

• The centre of gravity is close to the tractor ensuring

improved weight distribution and greater stability when

travelling. 

• The bar tilts slightly towards the centre of the tractor,

thereby reducing the travel width.

• The pivot point is situated well inside the track width 

so the mower is only slightly wider than the tractor on

the road. 

• The mower unit is automatically locked when swung up

for road travel.
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Gentle conditioning.

Leafy crops such as alfalfa need to be treated differently

from grass. The DISCO 2650 RC with roller conditioner

from CLAAS is gentle alternative to the tried-and-tested

DISCO 2650 C with tine conditioner.

Harvesting of green forage/whole 
crops made easy.

• Conditioner with two helix-shaped, meshed rubber-

coated rollers.

• The hard stalks of the leafy-rich varieties are squashed

while the tender, nutritious leaves are treated gently.

The weatherproof blade box,

fixing lever and cutting blades

are always at hand. 



27

DISCO 2650 RC

DISCO 2650 RC

Gently does it.

V-shaped roller facing.

• Simple power flow to the conditioner: the large width of

the roller makes it possible to just drive the lower roller,

while the spring-suspended upper roller turns at the

same speed and protects against foreign objects.

• The tension and the spacing between the rollers can

be adapted to the harvesting conditions.

• Perfect crop flow thanks to the optimum position of the

rollers close to the cutterbar.

Swathing plates which can be

adjusted simply and without

tools for a neatly formed and

well delineated swath.
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Your cows make 

high demands.

DISCO CONTOUR. 
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• ACTIVE FLOAT hydropneumatic mower suspension.

• Pivoting collision safety device for rear and overhead protection.

• Intelligent 115° transport position.

• Convenience for the operator.

DISCO CONTOUR
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Well designed machines that combine stability and

professional functionality; clear, user-friendly functions

and a high level of user convenience – these are the

characteristics of the DISCO CONTOUR with central

hitching. 

Designed and built for operations which make high

demands on mowing and forage quality, these mowers

are unbeatable in adapting to ground contours and

mowing quality.

Compact and reliable.

• Extremely robust three-point frame positioned close to

the tractor.

• Adjustable lower linkage load-bearing bolts for quick

adjustment to the track width of the tractor to enable

full exploitation of the working width and optimum

overlapping in combination with a front mower.

• Robust outer mower with large-dimension suspension

bolts and broad bearing.

• All main bolts are made of 45 mm hardened steel,

running on lubricated plain bearing bushes.

• Mowers are driven by a star profiled powertrain of

extra-strength material, especially designed for

floatation.

• Direct transmission input to the cutterbar via an angle

drive in the first disc. 

• Torsionally rigid chassis with box profile. 

• Cutterbar guided on both sides by the sturdy carrier

frame.

DISCO 3900 CONTOUR – 

Enormous output with 9 discs.

DISCO 2700 / 3100 / 3500 / 3900 CONTOUR

DISCO 2700 C / 3100 C / 3500 C CONTOUR

DISCO 3100 RC CONTOUR

Into the heart of 

the country side.
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DISCO CONTOUR

Swivelling swath disc with large diameter for the

perfect swath shape. Depending on the country, it is

available as an optional extra or as standard feature.

Once adjusted, always fits.

You can make sure that the lower linkage is correctly

positioned, this can be done from the comfort of the

tractor cab. The clearly visible control arrow indicates 

the best position
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Grass isn't just grass.

No crop is consistent. Wet patches or dry raised areas –

it is now possible to react to these quickly and simply

using the hydropneumatic cutterbar suspension provided

by ACTIVE FLOAT. You can regulate the mower's

suspension at any time from the driver's seat, even while

travelling. The currently selected ground pressure can be

read from the cab's pressure gauge. Set the value you

want. 

The principle: as much suspension as possible with as

little loading as necessary.

The result:  

• Effortless adaptation to ground contours providing

forage quality

• Less crop contamination, highest quality forage.

• Mechanical wear is kept to an absolute minimum.

• Reduced power requirement and fuel consumption.

• Noticeable mowing convenience thanks to

minimalisation of side traction forces, especially on

slopes: high driving stability; no crop contamination

through the mower being pulled sideways or sward

damage caused by countersteering.
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DISCO CONTOUR

ACTIVE FLOAT

ACTIVE FLOAT – 

Handle your 

sward with

great care.

"The stubble remains intact and there is no

crop contamination."

Johann Steltzl, Steinach, Lower Bavaria, Germany

"The hydropneumatic suspension, which

can be adjusted while driving, also has a

positive effect when it comes to mowing

particularly damp spots. I was able to

adjust the bearing pressure immediately

and neatly pass these spots."

Christoph Wißling, Ahlen, Westphalia, Germany
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ACTIVE FLOAT – 

A licence to float.

Release pressure

„Headland 

Function”

80 bar

Basic setting under 

„normal conditions”

on the DISCO 3100 CONTOUR

rougher smoother

drier      softer and damper

Ground pressure

Two-fold strategy.

• Adjust the balancing pressure to the changing ground

conditions quickly, easily and continuously via the

single acting tractor hydraulic connection. You can do

this at any time without descending from the cab,

even during mowing.

• If conditions are constant, set the balancing pressure

once before you start and you can begin mowing

straight away. The tap of the single-acting hydraulic

hose can be closed and the hose stored in the holder

on the mower. The pressure is maintained. You can

also operate the DISCO CONTOUR with only one

double-acting control valve.

As an additional application, the ACTIVE FLOAT can also

be set for an edge mowing function by fully suspending

the cutterbar. The mower "flies" over the uneven ground at

the edges.
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DISCO CONTOUR

ACTIVE FLOAT

The special feature: by pulling a flap, the cylinder

becomes inactive, so the adjusted bearing pressure

remains stable if the machine is switched off. 

Tested and confirmed by the DLG 

(German Agricultural Association).

"As confirmed by measurements, the bearing pressure

can be adjusted almost linearly. Thus [...] mowing is gentle

on the stubble and the crop is hardly contaminated."

"The hydropneumatic suspension [can] reduce the need

for tractive power by increasing the pressure."

"Appropriate adjustment of the balancing pressure

modifies and reduces the mower's side traction on the

tractor – and potentially decreases [...] the problem of

drifting down slopes."

"This does not affect the overall supporting force and thus

provides no additional relief to the front axle (steerability)."

DLG-tested (German

Agricultural Society):

Work quality – excellent

Ground pressure – 

excellent.
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Smart transport technology.

The DISCOs from CONTOUR range feature a detailed and

sophisticated folding and transport technology. 

• A powerful, special dual-function cylinder allows the

mower to be tilted upwards centrally by around 115°.

• More or less balanced loading of both rear wheels for

optimum stability while driving. 

• Excellent weight ratios of front and rear axles

guarantee optimum stability during transport.

• Because the centre of gravity is close to the tractor,

the mower does not vibrate, does not swing

backwards and is able to cope effortlessly with the

tightest of turning circles.

• The special folding design means the driver has

excellent all-round visibility and ensures that any

following vehicle has a clear view of the tractor's 

lights.

• Reduced travel height means that low clearance

heights are no problem.

• The angular transport position means that branches

protruding into the street are no obstruction to

travelling.

• The minimum excess width of the mower allows for

clear and easy transportation.

• Hydraulic folding protective cloth available as an option

for DISCO 3900 CONTOUR.

Secure transport position.

In transport position, the mower rests with its transport

claw securely on its mount. Even if there is no pressure in

the hydraulics, the mower is secured by a mechanical

transport security lock. Extremely quiet and vibration-free

transport conditions mean you can travel long distances

and work long hours in comfort.
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DISCO CONTOUR

Transport

DISCO CONTOUR 

Safely  

on the road.

"...it’s superb on the road. With some

mounted mowers, those that fold back

overhang too much, but the 

CONTOUR stays close to the tractor and

the over-centre folding keeps the mower

right in line between the tractor’s mirrors.

Having the weight carried centrally over 

the back axle means the tractor stays well

balanced, and the overall length is kept to a

minimum, making it easy to get through

gates."

Ian and Andrew Smith, Kilmaurs, Scotland
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DISCO CONTOUR

Just good

at its job.

Lightning reactions.

If an obstruction is hit, the overload device is activated in

a matter of seconds. 

What's new: the 15° angled pivot point in the centre of 

the outer mower. The special positioning of the pivot point

allows the mower to swivel backward 25° when the

overload device is activated and at the same time to lift

up. 

• Reliable securing system featuring a rubber spring

break back device.

• Effective protection of the machine against significant

damage. The rubber spring cannot jam.

• The mower is also lifted up over large stones or similar

obstacles.

• Simple changeover after activation of the safety

device: lower balancing pressure to zero, reverse

briefly and you'll be on your way.
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DISCO CONTOUR

Break-back device

Comfort

Unparalleled comfort.

• A gauge visible from the tractor cab indicates how the

mower is set up in terms of travel and suspension.

• Balancing pressure can be adjusted from the tractor

cab.

• Balancing pressure can be maintained even when the

mower is not in use.

• Single-lever lifting on headlands with catch to protect

the powertrain.

• Easy unlocking and moving of the jack.

• Blade box for efficient storage of mowing blades

integrated with the mower.

• Automatic transport catch with end-of-travel damping.

• Easy maintenance and optimum access thanks to

foldable protective covers.

• 250-hour lubrication interval at the universal joints and

100-hour lubrication interval at the sliding tubes of the

drive shafts.
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The greatest machine on the market.

With its 3.40 m working width, the new DISCO 3500 C

CONTOUR mowers sets new standards. Its conditioner,

which spans the entire working width, provides an

impressive performance level and working quality.

Well conditioned – as always.
Save time. The DISCO 2700 C, 3100 C and the new 3500 C

CONTOUR mowers with a conditioner lay the swath

loosely onto the stubble, thereby significantly accelerating

the drying process. They require fewer working operations

in order to be able to harvest the crop at an optimum level

of wilting.

As integral part of all three mowers is the familiar and 

successful conditioner found in all DISCO mowers

featuring asymmetrically formed, rubber-mounted spring

steel tines, conditioner chicane which can be adjusted

without tools and thoroughly robust block bearings for the

rotor.
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DISCO 2700 C CONTOUR

DISCO 3100 C CONTOUR

DISCO 3500 C CONTOUR

DISCO 2700 C CONTOUR

DISCO 3100 C CONTOUR 

DISCO 3500 C CONTOUR 

The weather's outsmarted.

Spread widely for earlier harvesting.

Cost-efficient operation in the shortest of time and

effective working with no time lost in the hay or silage

harvest – this can be achieved through the use of the crop

spreader, which is available as an option for all three

conditioner mowers.

• The crop is conditioned and then distributed evenly

across the entire width of the mower – all in one go.

• The adjustable vanes generate an even and loose

swath.

• Set up of the desired swath shape without using tools.

• Minimises the requirement to ted.

NEW
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Careful conditioning.

Leafy crops require particular care during the harvest.

Gentle conditioning to protect the soft, nutritious leaves

while sufficiently crushing the stalks place high demands

on both mower and farmer. These demands are met by

the new DISCO 3100 RC CONTOUR with 3 m working

width. It expands the CLAAS product range by a centrally

suspended disc mower with roller conditioner.

Interlinked like a helix.

• Conditioner with rubber-coated roller with V-profile for

crushing the hard stalks whilst protecting the delicate,

nutritious leaves.

• Simple drive technology: only the bottom roller is driven

by 3 belts. Due to the large roller width, the top roller,

which is protected from foreign bodies by a spring,

synchronically moves along without a separate drive.

• Clearance between the rollers, and hence conditioning

intensity, can be adjusted to the particular harvest

conditions.

• Perfect crop flow thanks to the optimum position of the

rollers close to the cutterbar.

• Adjustable swathing plates for a neatly formed and well

delineated swath.

As with all CONTOUR mowers, the ACTIVE FLOAT

hydropneumatic mower suspension ensures optimum

bearing pressure and is also on the DISCO 3100 RC

CONTOUR.



43

DISCO 3100 RC CONTOUR

DISCO 3100 RC CONTOUR

Conditioning legumes 

with kid gloves.

NEW
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DISCO F PROFIL

Adaptation to 

ground contours.

Unique and exclusive to CLAAS.

Adaptation to ground contours - defined by the CLAAS

front disc mowers DISCO 3100 F PROFIL, 3050 FC, 

3100 FC PROFIL, 3100 FRC PROFIL.

• Three-dimensional adaptation to ground contours and

the low passage of the cutterbar directly over the

sward prevents the cutting discs from digging into the

soil.

• No additional control valves or telescopic upper link

required.

• High-quality cut.

• Minimum crop contamination.

• Sward remains undamaged.

• Faster working speeds and therefore higher output.

• Locking mechanism for high cutting on difficult or

stony ground.
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Adaptation to ground 

contours Front mowers
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Tried and tested bar technology: the input drive located outside on the left and the adjacent conveyor cap create the best

possible conditions for a seamless crop flow. The pivoting swath disc on the right hand side helps to create the perfect

swath.

Perfect up front.

Equipped with all the features of the DISCO series, such

as the knife changing system and SAFETYLINK, and

simply constructed without the need for any additional

control units, the DISCO 3100 F PROFIL perfectly

supplements the DISCO 8400 and 9100 CONTOUR. 

In combination with a rear mower, impressive working

widths can be achieved.

Convenient as ever.

The DISCO 3100 F PROFIL combines new technology

with tried and tested convenience.

• Connected with a quick attachment coupler.

• Locking mechanism for convenient and secure

connection of the mower.

• The weight of the machine is transferred to the front

axle of the tractor, adjustable tension springs ensure a

low power requirement and minimal mechanical wear

to the skids due to reduced friction.

• Greater traction on slopes and when travelling quickly

thanks to optimum weight distribution.
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DISCO 3100 F PROFIL

DISCO 3100 F PROFIL

Optimum crop flow with  

three dimensional adjustment.

• Extremely solidly designed machine with torsion-

resistant frame, large, generously-dimensioned bolts

and bearings, proven DISCO mowing technology and

wide forage throughput.

• Locking mechanism for high cutting on difficult or stony

ground.

• Easy transport and maintenance despite large working

width thanks to foldable protective covers; hydraulic

folding of the side protective covers as an option.

• Easy transport with minimum vibration thanks to the

springs on the mounted stand.

• Rounded mounted stand for optimum front vision.

• Weatherproof blade box with sorted blades.

• Powertrain supports that swing back automatically.

• Low-maintenance drive shafts with an interval of

250 hours for universal joint lubrication.
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Adjustable swathing plates allow the swaths of the front

mower to be adapted to the relevant tractor width

without the use of tools. This prevents you from driving

over the freshly mowed crop.

Perfect mowing.

The DISCO 3050 FC is the right machine for you if you

are looking for a powerful front mower with conditioner. It

is equipped with the same kinematics as the PROFIL

mower and boasts an unbeatable price/performance ratio

without having to renounce quality as a result.

Maximum ease.

The generous folding protectors ensure minimum

transport and parking widths and rapid and convenient

cleaning and maintenance. 
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DISCO 3050 FC

Rugged and well-designed.

• Connected with a quick attachment coupler.

• The weight of the machine is transferred to the tractor

thanks to strong, adjustable tension springs, which

ensure a low power requirement, minimal mechanical

wear to the skids and better traction on slopes when

travelling quickly.

• Low maintenance drive shaft with free wheel

mechanism and friction clutch with an interval of 

250-hours for universal joint lubrication.

• Symmetrically arranged powertrain for reliable power

transmission.

• The outside edges are automatically kept clean by two

powerful feed drums fitted on both the left and right

cutting discs and the crop is fed to the conditioner. 

• Weatherproof, portable blade box with graded blades.

DISCO 3050 FC

Taking all terrain in its stride.
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DISCO 3100 FC PROFIL

Very large amounts 

conditioned with ease.

Asymmetric tine design for two

different levels of conditioning

intensity.
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DISCO 3100 FC PROFIL

For a rich crop.

For all those who want to condition very large amounts 

of crops with ease, CLAAS has now provided the DISCO

3100 FC PROFIL. Alongside the already familiar features 

of the DISCO 3100 F PROFIL, the tried and tested and

robust CLAAS tine conditioner has now also been

integrated in to the DISCO 3100 FC PROFIL.

Maximum throughput under all conditions distinguish 

this front mower as a machine for the professional.

• Wide tine conditioner making best use of the bar width.

• Crop spreader and swathing plate as standard.

• Rubber-mounted conditioner tines made of spring steel.

• No tools required to adjust the conditioner chicane for

setting conditioning intensity.

• Easy transport and convenient maintenance despite its

large working width thanks to foldable protective

covers; hydraulic folding of the side protective covers

as an option. 

• Low-maintenance drive shafts with an interval of

250 hours for universal joint lubrication.

• New design with rounded nose for optimum front

vision.

Locking mechanism for high cutting under

conditions of difficult or stony terrain.
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Gentle condition of the leaves.

Based on the DISCO 3100 F PROFIL, the new 

DISCO 3100 FRC PROFIL is the perfect supplement 

to the DISCO 2650 RC or 3100 RC CONTOUR for a

powerful front-rear combination. With its roller conditioner

with the V-shaped rubber roller profile, it carefully

conditions leafy crops such as, for example, alfalfa. The

delicate leaves are protected and a nutritious yield is

guaranteed.

Interlinked like a helix.

• Conditioner with rubber-coated rollers with V-profile for

crushing the hard stalks whilst protecting the delicate,

nutritious leaves.

• Simple drive technology: only the bottom roller is driven

by 3 belts. Due to the large roller width, the top roller,

which is protected from foreign bodies by a spring,

synchronically moves along without a separate drive.

• Clearance between the rollers and therefore conditioning

intensity can be adjusted to the particular harvest

conditions.

• Perfect crop flow thanks to the optimum position of the

rollers close to the cutterbar.

• Adjustable swathing plates for a neatly formed and well

delineated swath.

Working comfortably.

• 3 m working width.

• Folding protective covers for easy maintenance.

• 250 h lubrication intervals for the drive shaft's 

universal joints.

• Weatherproof blade box.

• New design with rounded nose for optimum front

vision.
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DISCO 3100 FRC PROFIL

DISCO 3100 FRC PROFIL

Gentle right from the start.

NEW
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We are there for you, wherever you are.

Rest assured that we can supply your business with the

necessary spare parts at any time. Our central spare

parts warehouse delivers all ORIGINAL CLAAS parts

quickly and reliably all over the world. The many partners

of CLAAS guarantee that they reach their destination as

soon as possible – wherever you may be.

We are speaking the same language.

CLAAS sales partners are some of the world’s most

efficient agricultural machinery companies. Not only are

they perfectly trained and equipped with specialist tools,

but they also have intimate knowledge of the workings of

your farm and your expectations regarding competence

and reliability.

We provide the service.

The FIRST CLAAS SERVICE® teams can be counted on

for professionalism and reliability in every minute of use.

Round the clock, CLAAS importers and sales partners

ensure optimum spare parts supply and reliable customer

service worldwide.
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FIRST CLAAS SERVICE®

Good partners

never leave you in the lurch. 

However late it may be.
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DISCO DISCO DISCO DISCO

2650/2650C 3050/3050C 3450 2700/2700 C

CONTOUR

Mounting position rear mounted rear mounted rear mounted rear mounted

Attachment category II II II II

Working width m (DIN) 2.60 3.00 3.40 2.60

PTO speed rpm 540 / 1000 540 / 1000 540(2) / 1000 1000

Discs Quantity 6 7 8 6

Blades per disc Quantity 2 2 2 2

Blade dimensions mm 115 x 48 x 4 115 x 48 x 4 115 x 48 x4 115 x 48 x 4

Blade attachment, screw-in (country-specific) � – – –

Quick blade change PLUS � � � �
Cutting height mm, approx. 40 40 40 40

Adjusting range mm, approx. 30–70 30–70 30–70 30–70

with additional runners mm, approx. + 30 + 30 + 30 + 30

Swath width
(1)

without conditioner

without outer swath disc mm, approx. – – – 1700

with outer swath disc mm, approx. 1400 1800 2500 1400

with conditioner mm, approx. 1200–1800 1200–2200 – 1200–1800

Conditioner speed rpm – / 936 – / 936 – – /910

Weight kg, approx. 640 710 800 770

with conditioner kg, approx. 940 1160 – 1040

Power requirement from kW/hp 33/45 40/55 51/70 37/50

with conditioner from kW/hp 40/55 51/70 – 51/70

Hydraulic control valves 1 x single-acting 1 x single-acting 1 x single-acting 1 x double-acting
with float
position

(+ 1 x single-acting)

Options:

Crop spreader – / � – / � – – / �
Hydraulic folding protective covers – – – –

� standard

� option
(1) Depending on the model, the DISCO models without conditioner may be equipped with an 

adjustable swathing plate or swath disc. The specified swath widths will depend on prevailing crop conditions.
(2) only USA and CIS 
(3) min. lift capacity of the tractor: 7400 kg

DISCO

CLAAS continually strives to adapt its products to meet practical requirements. Thus, all products are subject to changes. Information and illustrations are considered

as an approximation and may include optional equipment that is not supplied as standard. This brochure is designed for world-wide use. Please refer to your nearest

CLAAS dealer and their price list for local specification details. Some protective panels may have been removed for photographic purposes in order to present the

function clearly. This was done merely to explain more clearly how an item operates and must on no account be undertaken without authorisation, in order to avoid

any risk of danger. In this respect, please refer to the relevant instructions in the operator's manual.
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DISCO DISCO DISCO

3100/3100 C 3500/3500 C 3900 CONTOUR

CONTOUR CONTOUR

rear mounted rear mounted rear mounted

II II / III(3) III

3.00 3.40 3.80

1000 1000 1000

7 8 9

2 2 2

115 x 48 x 4 115 x 48 x 4 115 x 48 x 4

– – –

� � �
40 40 40

30–70 30–70 30–70

+ 30 + 30 + 30

2100 2800 3400

1800 2500 3000

1200–2200 1600–2600 –

– /910 – /910 –

830 910 1000

1130 1240 –

45/60 51/70 51/70

51/70 88/120 –

1 x double-acting 1 x double-acting 1 x double-acting
with float with float with float
position position position

(+ 1 x single-acting) (+ 1 x single-acting) (+ 1 x single-acting)

– / � – / � – 

– – �

Specifications
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DISCO DISCO DISCO

3100 F PROFIL 3050 FC 3100 FC PROFIL

Mounting position front mounting front mounting front mounting

Attachment category II II II

Working width m (DIN) 3.00 3.00 3.00

Transport width m 3.00 3.00 3.00

PTO shaft speed rpm 1000 1000 1000

Disc Quantity 7 7 7

Blades per disc Quantity 2 2 2

Blade dimensions mm 115 x 48 x 4 115 x 48 x 4 115 x 48 x 4

Blade attachment, screw-in (country-specific) – – –

Quick blade change PLUS � � �
Cutting height mm, approx. 40 40 40

Adjusting range mm, approx. 30–70 30–70 30–70

with additional runners mm, approx. + 30 + 30 + 30

Swath width
(1)

without conditioner

without swath disc outside mm, approx. – – –

with swath disc outside mm, approx. 1600–2000 – –

with conditioner mm, approx. – 960–1700 1600–3000

Conditioner engine speed rpm – 950 or 720 900 or 770

Weight kg, approx. 700 – –

with conditioner kg, approx. – 880 1010

Power requirement from kW/hp 40/55 – –

with conditioner from kW/hp – 51/70 51/70

Hydraulic control devices – – –

Options:

Crop spreader – � �
Hydraulic foldable protective cloths �(3) – �(3)

� standard  

� option
(1) Depending on the model, the DISCO models without conditioner may be equipped with an 

adjustable swathing plate or swath disc. The specified swath widths will depend on prevailing crop conditions.
(3) Double-acting hydraulics connection required.

DISCO

CLAAS continually strives to adapt its products to meet practical requirements. Thus, all products are subject to changes. Information and illustrations are considered

as an approximation and may include optional equipment that is not supplied as standard. This brochure is designed for world-wide use. Please refer to your nearest

CLAAS dealer and their price list for local specification details. Some protective panels may have been removed for  photographic purposes in order to present the

function clearly. This was done merely to explain more clearly how an item operates and must on no account be undertaken without authorisation, in order to avoid

any risk of danger. In this respect,  please refer to the relevant instructions in the operator's manual.
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In the brochure "Real pulling force" you'll find the

trailed mowers with side drawbar DISCO 3050 TC,

3050 TC Flapgrouper, 3050 TRC, 3050 AS and 3050

TRC AS as well as the new central drawbar mowers

DISCO 3100 TC, 3100 TRC, 3500 TC and 3500 TRC.

In the brochure "Mowing quality at full width", you'll

find the DISCO 8550 C, 8550 AS large-scale mowers,

the new DISCO 8400 and 9100 CONTOUR, as well as

the DISCO 9300 C DUO, the DISCO 3100 F PROFIL

front mowers, 3050 FC and 3100 FC PROFIL, as well

as the COUGAR 1400 self-propelled mower.

DISCO

Large area mowers

Front mowers

Mowing quality 

at full width.

DISCO

Trailed disc mowers

Real pulling force.

Specifications
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