
KUBOTA DIESEL ENGINE

The M105X is equipped with a Kubota diesel engine that utilizes a Center 
Direct Injection System (E-CDIS) and multi-valve design. The M125X 
boasts a Kubota diesel that employs a Direct Injection System (E-DIS). 
Both highly reliable engines deliver incredible pulling power, high output, 
and meet EPA Tier II emission standards. 

HIGH OUTPUT TURBOCHARGERS

Thanks to powerful turbochargers using an innovative Waste-Gate System, 
even at a low rpm, both the M105X and M125X engines are capable of 
generating high output for tremendous lugging power. (The M105X’s 4-
cylinder engine uses an inter-cooled turbocharger.)

INTELLI-SHIFT TRANSMISSION WITH AUTO-MODE

For maximum versatility, the 16F/16R Intelli-Shift transmission features an 8-speed dual-range powershift with 
16 gears in each forward and reverse. A single lever operates the range shift, while two buttons control upshift/
downshift are also at the touch of a button.

Light soil
To maintain optimum 
working speed in the least 
demanding terrain, the 
transmission stays in your 
preset gear, for example 
4th.

Heavy soil
For working in heavy soil, 
the transmission 
automatically downshifts to 
3rd gear, then to 2nd, and 
1st if required. When the 
terrain changes to light soil, 
the transmission 
automatically shifts back up 
to 4th.

Uphill
To power up an incline, the 
transmission automatically 
downshifts up to 3 speeds 
after sensing an increase in 
engine load by dropping the 
rpm.

Downhill
when the crest of a hill has 
been reached, the 
transmission will 
automatically upshift in 
order to regain optimum 
working speed.

LARGE IMAGE OF TRANSMISSION

Features



AUTO-MODE

A feature that enables the M105X and M125X to automatically shift in a 
range of a maximum 4 gears (selected or preset working gear and 3 up or 
downshifts) to maximize performance when your load or terrain changes. 
The sensitivity dials let you achieve quick and precise power response by 
changing the engines rpm at which the auto-mode shift point is set; it can 
also be adjusted on the go to maximize auto-mode productivity.

The auto-mode switch has three positions - travel mode on top, field mode 
on the bottom, and off in the middle. When either mode is activated, a 
green indicator light is illuminated on the dash. If auto-mode is not in use, 
set the switch to the middle off position and the indicator light will go off.

PLUSH COMFORT

To ensure superior comfort, Kubota designers made in an all-out effort 
when creating the M-Series cab. Features include operating controls in 
the right armrest, newly designed AC system, wide unobstructed view, 
corner-post exhaust pipe, deluxe air-ride seat and more.

CONTROL CONSOLE

User-friendly and ergonomically correct, the newly designed control console concentrates all operating 
controls and switches to your right-hand side ¬– putting everything you need within easy reach. 
Everything is easy to see, easy to reach, and easy to use – making you more productive.



BI-SPEED TURN

When the front wheels exceed a turning angle of about 35°, Kubota’s Bi-
Speed Turns the front wheels at a rate of speed nearly twice that of the 
rear wheels. The result is a smoother, tighter turn, allowing you to turn 
into rows on your first attempt, or to easily maneuver around live-stock 
yards or buildings. The standard 4WD mode can be selected separately, or 
select Bi-Speed for the ultimate turn and of course when the switch is off, 
the 2WD mode is selected.

HYDRAULIC SYSTEM

For smooth implement handling and for extra speed for front loader/rear implement operations, both M-
Series tractors come with gear-type hydraulic pumps. For higher efficiency, a regulator valve and low 
pressure oil cooler keeps hydraulic temperature low to maintain optimum oil temperature. The hydraulic 
pumps are located on top of the transmission to increase oil flow efficiency.

ELECTRO-HYDRAULIC DIFFERENTIAL LOCKS

Getting bogged down in the mud will no longer slow you down with this 
feature. Simply engage the electro-hydraulic differential locks on both 
front and rear wheels to achieve positive traction—and you’re up and out 
and back on the job.

SLANTED FULL-OPEN HOOD

The single piece slanted hood increases visibility, and the deluxe 
headlights illuminate night work. Plus, the hood’s dual gas shock 
assist allows it to open easily, simplifying engine maintenance.
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